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DIVISION 2 - SITE WORK

SECTION 02060 - REMOVAL, DEMOLITION, CUTTING AND PATCHING

PART 1 - GENERAL  

1.01 - DESCRIPTION  

A. For other requirements see General Conditions,
Supplementary General Conditions, and General
Requirements (Division 1).  

B. SCOPE OF WORK 
In general, the work shall include but not be limited to:

 1. Removal and replacement of existing concrete walks,
curbs and asphalt surfaces for completion of new
work.

 2. Uncover portions of the work to provide for
installation of ill-timed work. 

 3. Remove and replace defective work or work not
conforming to requirements of the Contract
Documents. 

  4. Provide penetrations for installation of electrical
work and similar items. Penetrations to be provided
by Installing Contractor, unless otherwise
specified.

 5. Each Contractor to do his own cutting, demolition,
and removals except as otherwise specified.

 6. Patching to be done by Installing Contractor.  Work
to be performed by a qualified trades person. 

 7. Erection of temporary fences and safety barriers as
required, by Prime Contractor. 

 8. Protection of existing areas to remain occupied. 
 9. Removal of mechanicals and electric as required per

Divisions 15 and 16. 
10. Removal of any other appurtenances as required to

complete the work.  

1.02 - BUILDING CODES AND INSPECTIONS  

A. All work to comply with Michigan Building Code.        

B. See Division 1 for other requirements. 

1.03 - COORDINATION  

A. Contractors to coordinate this work with the EPA.  

B. Coordinate all work with other Contractors. 
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1.04 - JOB CONDITIONS 

A. Each Contractor or Subcontractor to visit site prior to
bidding to determine job site conditions. 

B. Erect barriers as required.  

C. Post signs as required to direct traffic.  

D. Preserve fire exits of building during construction, if
building occupied.  

E. Plate over trenches in driveways on a daily basis to make
them passable to vehicular traffic.

PART 2 - PRODUCTS - NOT APPLICABLE  

PART 3 - EXECUTION  

3.01 - PREPARATION 

A. Inspect existing conditions of the project, including
elements subject to damage or to movement during cutting
and patching.  

B. Provide adequate temporary support as necessary to assure
the structural value or integrity of the affected portion
of the work.  

C. Provide devices and methods to protect other portions of
the project from damage.  

D. Provide protection from the elements for that portion of
the project which may be exposed to weather by removals,
cutting and patching work.  

E. Provide dust covers, etc., as required and as directed by
the EPA’s On-Site Representative to limit the
accumulation of dust, dirt and debris in adjacent areas
to the cutting and patching work, when in occupied
buildings.

3.02 - PERFORMANCE 

A. Execute cutting and demolition by methods which will
prevent damage to other work, and will provide proper
surfaces to receive installation of repairs.

B. Execute fitting and adjustment of products to provide a
finished installation to comply with specified products,
functions, tolerances and finishes.  



02060 - 3
C-1056 - EPA Grosse Ile CCTV

C. Restore work which has been cut or removed; install new
products to provide completed work in accordance with
requirements of Contract Documents.  

D. Fit work airtight to conduit and other penetrations
through surfaces.  

E. Refinish entire surfaces as necessary to provide an even
finish to match adjacent finishes: 

1. For continuous surfaces, refinish to nearest
intersection. 

2. For an assembly, refinish the entire unit.  

F. Notify the EPA immediately if any active utilities are
uncovered during the progress of the work.  

G. Prepare surfaces for finishing.  

H. Where new work requires cutting and patching of existing
conditions, patch adjacent areas and interface new work
with existing to provide a finished construction of like
materials, finishes, quality and function at the existing
conditions. Make all repairs and patches, fillings, etc.,
to the satisfaction of the EPA’s On-Site Representative.
Prime Contractors and Subcontractors to hire qualified
trades person to do the patching work. 

  
I. Remove rubbish from job site by Division 1, General

Requirements.

J. Contractor to reinstall all other work temporarily
removed to perform this work.  Contractor to hire a
Subcontractor of the trade involved to perform the work.

END


